
www.sensorway.cn sales@sensorway.cn

SFP2800(SENSOR OF PIPE)油液品质传感器

第 1 页 共 3 页

 高度整合的单体模块，包括传感器和电子处理模块部分；

 精确地、重复性地测量温度、粘度、密度和介电常数；

 采用NIST（美国国家标准研究所）标定流体进行标定；

 采用标准的MODBUS通讯协议输出;

 具有高分辨度的参数读取功能。

概述

SFP2800油液品质传感器是创新的流体特性传感器，，为方便在管道内检测油液开发的一款传

感器。可直接和同时测量流体的粘度、密度、介电常数和温度。通过专利的音叉技术，传感器可

以检测到诸如发动机润滑油、燃油、传动油、刹车液、液压油和齿轮油、冷冻液和溶剂等的流体

的多个物理属性间的直接和动态的关系。这种多参数的分析能力改善了流体特性的运算法则。这

种传感器可为广大OEM 和售后市场用户提供了流体的在线检测功能，可广泛用于运输车辆、特种

作业车辆、冷冻循环、采暖通风空调、压缩机、工业设备和涡轮机等领域的流体贮存、加工线、

加压高速导管（例如，化学品供应、加工环路） 等方面。DQD-300 油液品质传感器ÉÊË流的通

讯Ì面（例如， ÍS-232ÎÏ8Ð），可以ÑÒÓ地ÔË机、DÕS（分Ö×Ø系Ù）和SÕÚDÚ（数Û采Ü

ÔÝÞ×Ø系Ù）等进行ßàáà用â的ã接。

特征

 高ä度的åæ，可用于高压和高流速的环çè

 特有的éêë和éìíîï，ðñò润部ó

 内ôõ处理器可进行ö时数Û分析

 ÷ø的ùúû定性和可ü性

 具有ýþÿ功能

应用

 工业设备

 涡轮机

 运输车辆、特种作业车辆

 暖通空调

 压缩机

技术参数

供 电ĀDÕ ā2Ă（ā0Ăă2ÏĂ）

通讯接ĄĀÏ8Ð接Ą

ą 特 ĆĀćĈ00ĉĊċ

工作环çĀ- Ï0Čăč0Č；

功 ĎĀď大ĐÐ00đÚ（发Ēē间）

传感器机ĔĕĖĀė合Ę

ę ĚĀ800đđ ě Ĉ00đđ ě Ð00 đđ（ĜĝĞ）
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用户接线图

ğĠġġ电Ģģ÷
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主要测量参数及范围

ĩĪīĬ
The information in this sheet has been carefully reviewed and is believed to be accurate; however, no responsibility is assumed for inaccuracies.
Furthermore, this information does not convey to the purchaser of such devices any license under the patent rights to the manufacturer. Sensorway
reserves the right to make changes without further notice to any product herein. Sensorway makes no warranty, representation or guarantee regarding the
suitability of its product for any particular purpose, nor does Sensorway assume any liability arising out of the application or use of any product or circuit
and specifically disclaims any and all liability, including without limitation consequential or incidental damages. Typical parameters can and do vary in
different applications. All operation parameters must be validated for each customer application by customer’s technical experts. Sensorway does not
convey any license under its patent rights nor the rights of others.
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